Metallic sealing slanted-seat tilting-disk check valve
Non-return valve for drinking, service and sewage water (pre-cleaned and non-plait creating) up to 50°C

DN 150 - 1200, PN 10 - 25

Face-to-face length DIN EN 558-1, basic series 14 (DIN 3202, F4)

Disk in body with double offset bearing in bushes; 
Disk geometry with optimum hydraulic flow pattern to ensure low pressure losses;
Wear-resistant, corrosion-resistant and infiltration-proof sealing seat in the body and on the disk due to Microfinished chromium-nickel weld overlay; 
Shorter closing times (reduced by 35%) due to travel reduction by the slanted seat;

Tightness to DIN EN 12 266-1, leak rate D;

Flange connection dimensions to EN 1092;

Body and disk made of cast iron EN-JS 1030 (GGG-40);

Valve shaft made of stainless steel grade 1.4021;

Shaft bearings made of bronze
Corrosion protection:

Inside and outside epoxy-coated, colour: RAL 5005 blue

VAG SKR Slanted-Seat Tilting-Disk Check Valve or equivalent

Manufacturer:
VAG-Armaturen GmbH



Carl-Reuther-Str. 1




68305 Mannheim



Germany


www.vag-group.com
Varieties:
- with internal damping unit

- with rubber lining on the inside

- with cap (for later installation of a damper)
- with mechanical position indicator
- with electric position indicator
- welded type
- forged type
Quantity ........    €/piece ........    €/item. .......
